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General Notes:

All drawings are to be read in conjunction with the Architectural 
Heritage Impact Assessment, the Architectural Design Statement and 
accompanying Consultant reports. Any works to the Protected 
Structures will be carried out in accordance with current conservation 
best practice, where appropriate using traditional techniques and 
materials. Historic fabric of significance will be retained using a 
combination of conservation and restoration repair techniques.
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1

Existing contemporary 
mechanical services to be 
removed

No existing ceiling in place. 
No decorative plasterwork.

Existing suspended ceiling to 
be removed. Decorative 
plasterwork in Entrance Hall 
to be retained.

Existing partition walls to be 
removed. No works proposed 
to existing concrete slab aside 
from provision of openings in 
the slab for distribution of 
vertical services.

Existing suspended ceiling to 
be removed. No evidence of 
decorative plasterwork above.

Original ceiling to boardroom 
features decorative 
plasterwork centrepieces in 
low relief, accompanied by a 
moulded cornice - to be 
retained. Ceiling is in very 
poor condition due to ongoing 
water ingress, with mould and 
delamination evident. Fabric 
to be examined by specialist 
stuccadore to determine best 
method of restoration, given 
its level of deterioration.

Original hardwood parquet 
floor - in very poor condition.
Extensive replacement 
necessary. No works proposed 
to existing concrete slab aside 
from provision of openings in 
the slab for distribution of 
vertical services.

Pitched rooflight integrated 
into roof profile at rear of 
building, metal truss structure 
with painted sarking boards 
exposed internally. Plain run 
cornice in
limited areas. All of the above 
currently concealed by 
contemporary suspended 
ceiling.
Roof trusses to be retained 
and restored, insulation works 
to be carried out, underside of 
pitched roof to be exposed 
internally, new plasterboard 
ceilings to be installed under 
flat roof section.

Existing suspended 
ceiling to be removed.

No existing suspended 
ceiling in place.

Existing suspended 
ceiling to be removed

Existing suspended 
ceiling to be removed

Existing suspended 
ceiling to be removed

Plain run cornice in some places 
following structural grid. To be 
retained.

Existing concrete slab, no original 
floor finishes. No works proposed 
aside from provision of minor 
service openings.

Plain run cornice in some places 
following structural grid. To be 
retained.

Existing concrete slab, no original 
floor finishes. No works proposed 
aside from provision of minor 
service openings.

Existing concrete slab, no original 
floor finishes. No works proposed 
aside from provision of minor 
service openings.

Exposed concrete soffit with 
surface mounted services -
redundant services to be 
removed.

Existing concrete slab, no original 
floor finishes. No works proposed 
aside from provision of minor 
service openings.

Contemporary plasterboard 
ceiling - roof build-up removed 
and replaced as part of works to 
increase ceiling height at this 
level

Existing concrete slab, no 
original floor finishes. No 
works proposed aside from 
provision of openings in the 
slab for distribution of vertical 
services.

Existing concrete slab, no 
original floor finishes. No 
works proposed aside from 
provision of openings in the 
slab for distribution of vertical 
services.

Raised access floors 
removed. Existing concrete 
slab, no original finishes in 
place.

Part of the existing concrete 
floor slab to be removed and 
a new insulated slab with DPM 
to be installed.

Exposed concrete soffit with 
surface mounted surfaces.

Existing cornicing to be retained.

Existing concrete slab, no original 
floor finishes. No works proposed 
aside from provision of minor 
service openings.

Existing suspended ceiling 
to be removed, no 
evidence of decorative 
plasterwork above.

Part of the existing concrete 
floor slab to be removed and 
a new insulated slab with DPM 
to be installed.

Existing concrete soffit in poor 
condition, repairs to be carried 
out.

Non-original secondary glazing 
to be removed.

Existing contemporary mechanical 
services to be removed

Existing exposed pipe runs 
and cast-iron radiators 
(throughout Independent 
House & Emerald Chambers 
to be removed and replaced 
with new services.

Existing contemporary 
mechanical services to be 
removed

DEMOLITION / FABRIC REMOVAL LEGEND

B.08 Existing vault retained.

B.23 Part of the existing concrete floor slab to be removed and a new 
insulated slab with DPM to be installed.

0.01 New windows installed in existing opes, fenestration set-out to 
complement original design.  

0.02 Where floor levels are lowered to provide level access from Middle 
Abbey Street doors will need to be adjusted to suit new ope height i.e. 
through addition of overhead panels to existing double-leaf timber panelled 
doors. Original rectangular overlight to be retained.

0.08 Original carved joinery, modillion cornicing, brass light fixture, 
moulded timber skirting, inset dado and mosaic floor to be retained and 
refurbished, surface mounted contemporary services to be removed 
throughout.

0.15 Existing bronze display windows to be retained and repaired or 
replaced pending full specialist review. Any new windows will reference the 
original fenestration. Remaining original bronze framing, bronze panelled 
surrounds and bronze sill guards are to be retained and refurbished. 

0.07 Original doors retained and refurbished. 

0.15 Existing bronze display windows to be retained and repaired or 
replaced pending full specialist review. Any new windows will reference the 
original fenestration. Remaining original bronze framing, bronze panelled 
surrounds and bronze sill guards are to be retained and refurbished. 

0.16 Original window removed, cill level dropped to allow install of new 
escape door to Middle Abbey Street in order to achieve TGD compliance. 
Original ope may need to be widened to achieve minimum clear width 
requirements. 

0.25 Hardwood windows to advanced end bays to be retained and 
repaired or replaced - to be determined following assessment. Postal slots 
to be retained where possible.

1.01 Original steel windows to be refurbished.

1.02 Non-original PVC window to be removed and replaced with new 
window to match original. 

1.08 Existing partition walls throughout to be removed. 

1.15 All original window fabric, including secondary glazing, in front 
elevation to be retained and refurbished. Please refer to Conservation 
Architects AHIA for conservation methodologies.

2.01 Non-original PVC window to be removed and replaced with new 
window to match original. 

2.10 All original window fabric, including secondary glazing, in front 
elevation to be retained and refurbished. Please refer to Conservation 
Architects AHIA for conservation methodologies. 

3.01 Non-original PVC window to be removed and replaced with new 
window to match original. 

3.11 Original steel casement windows to be refurbished. 

4.01 Non-original PVC window to be removed and replaced with new 
window to match original. 

4.11 Non-original windows to be removed and replaced with new 
windows to match original. 

4.20 Original steel casement windows to be refurbished. 

5.04 Existing roof to be removed and replaced with a new insulated roof 
at higher level to provide TGD compliant ceiling heights at 4th floor level in 
Emerald Chambers. 

5.06 Insulation and weather proofing upgrades to existing roof build-ups. 

5.07 Existing balustrade to be removed and replaced. 

5.09 Existing decorative copper oval dormers in domical vaulted roofs 
to be retained and upgraded, octagonal copper finials with flag poles 
retained.

5.12 Copper Panelling to front parapet with industrial style railings fixed 
to the masonry upstand retained. 
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