NOTES:

THIS DRAWING TO BE READ IN CONJUNCTION WITH ALL
RELEVANT ARCHITECT'S AND ENGINEER'S DETAIL DRAWINGS
AND SPECIFICATIONS.

DO NOT SCALE DIMENSIONS, REFER TO ARCHITECTS
DRAWINGS FOR ALL SETTING OUT DIMENSIONS. WORK TO
FIGURED DIMENSIONS ONLY.

THE ENGINEER IS TO BE AFFORDED SUFFICIENT TIME TO
CARRY OUT INSPECTIONS OF THE WORKS IN ACCORDANCE
WITH THE PROJECT INSPECTION PLAN AND INSPECTION
NOTIFICATION FRAMEWORK.

ALL CONSTRUCTION PRODUCTS TO HAVE RELEVANT CE
MARKING WHERE APPLICABLE.

ALL DEMOLITION WORKS TO BE IN ACCORDANCE WITH BS
6187: 2011.

ALL CONTRACTORS OR SUB-CONTRACTORS RESPONSIBLE
FOR SPECIALIST DESIGN MUST PROVIDE PROFESSIONAL
INDEMNITY INSURANCES, ANCILLARY CERTIFICATES FOR
DESIGN AND ANCILLARY CERTIFICATES FOR INSPECTION IN
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N N N ACCORDANCE WITH BCAR 2014.
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40.000m DRAINAGE
ALL DRAINAGE WORK TO BE CARRIED OUT IN ACCORDANCE
bt WITH IS EN 752: 2008, TGD PART H, GDR CODE OF PRACTICE
FOR DRAINAGE WORKS V6.0 AND IRISH WATER
39.000 SPECIFICATIONS.
. m
MIN. 150mm C16/20 CONCRETE BED & SURROUND TO BE
Lo PROVIDED TO SEWER PIPELINES WHERE THE COVER IS LESS
THAN 1.200m UNDER ROADS, VERGES AND FOOTPATHS.
BACKFILL FOR ALL uPVC PIPES TO BE FREE FROM STONE
38.000m EXCEEDING 50mm FOR 300mm ABOVE GRANULAR SURROUND.
. ALL REINSTATEMENT WORKS TO BE IN ACCORDANCE WITH
THE REQUIREMENTS OF THE LOCAL AUTHORITY.
ALL MANHOLES COVERS AND FRAME ARE TO BE CLASS D400
37.000m TO BS EN 124 UN.O.
SEWER PIPE LINES TO BE uPVC PIPES UP TO AND INCLUDING
3000 TO IS 123 ON GRANULAR BED AND SURROUND LAID
STRICTLY TO MANUFACTURERS INSTRUCTIONS.
36.000m Lo ALL VERTICAL STACK CONNECTIONS TO FOUL SEWER
CHAMBERS TO INCORPORATE LONG RADIUS BENDS AND
MUST JOIN MAIN SEWER LINE AT 45° TO DIRECTION OF FLOW.
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