
SECTION 1

CHAINAGE

051015202530

ROW 1: NAIL LENGTH = 7m, R32-280

ROW 2: NAIL LENGTH = 7m, R32-280

ROW 3: NAIL LENGTH = 8m, R32-280

ROW 4: NAIL LENGTH = 8m, R32-280

ROW 5: NAIL LENGTH = 8m, R32-280

DRILLED IN 10m LENGTH DRAINS @ 3m spacing (29.0 TO 29.5mOD)

PERMANENT SHOTCRETE FACING

ROW 1

ROW 2

ROW 3

ROW 4

ROW 5

VARIES FROM +33.15 TO +33.9mOD

VARIES FROM +31.9 TO +32.65mOD

VARIES FROM +30.65 TO +31.4mOD

VARIES FROM +29.4 TO +30.15mOD

EXTEND OF EXISTING WALL

BOTTOM OF SLOPE (RAILWAY LEVEL)

TOP OF SLOPE

VARIES FROM +28.15 TO +28.9mOD

1.25

1.25

1.25

1.25

VARIES FROM 1.1 TO 1.45m

SOIL NAILS WITH POTENTIAL TO BE OBSTRUCTED BY PILES ARE TO BE 1.6m HORIZTONALLY SPACED AND SKEWED

0.5

NOTES

THIS DRAWING MAY BE USED FOR THE PURPOSE
INTENDED AND ONLY WRITTEN DIMENSIONS SHALL BE
USED

GENERAL

1. FOR FURTHER DETAILS SEE AGL GEOTECHNICAL
DESIGN REPORT 25-181-R01

2. ALL LEVELS IN METRES A.O.D UNLESS OTHERWISE
STATED. ALL CHAINAGES SHALL BE MEASURED FROM
THE CREST OF THE SOIL NAILED SLOPE FACE.

3. ALL DIMENSIONS IN METRES UNLESS OTHERWISE
STATED

CONSTRUCTION SEQUENCE

FOR CONSTRUCTION SEQUENCE, REFER TO AGL
GEOTECHNICAL DESIGN REPORT 26-135-R01
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