
TAPER TO DROP

CENTRAL KERB TO BE NO MORE THAN
6mm ABOVE CARRIAGEWAY

STANDARD KERB

BACK OF FOOTPATH

DROPPED KERBS SHALL NOT BE
STANDARD KERBS PLACED FLAT

SCALE:
TYPICAL DROPPED KERB DETAIL
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SCALE:

TYPICAL STOP SIGN AND
MARKING AT JUNCTION ROAD
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SCALE:
TYPICAL ACCESSIBLE PARKING SPACE

1:50

1:50 FALL

1:40 FALL

1:50 FALL

NOTE
RADIUS KERBS AS REQUIRED,
DROP KERBS AS REQUIRED.

PRECAST CONCRETE HALF
BATTERED KERB TO BS.7263.
PART 1. TYPE HB2 (125x255)

275

25mm M1
MORTAR BED

25
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20

0

GRADE C16/20 MASS
CONCRETE BED & HAUNCH

275
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5

20
0

PRECAST CONCRETE HALF
BATTERED KERB TO BS.7263.
PART 1. TYPE HB2 (125x255)

25mm M1
MORTAR BED

150mm THICK CONCRETE FOOTPATH

GRADE C16/20 MASS
CONCRETE BED & HAUNCH

150mm  MINIMUM
CL. 808 MATERIAL
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SCALE:

TYPICAL KERB DETAIL 2:
GRASS / ROAD INTERFACE

1:10SCALE:

TYPICAL KERB DETAIL 1
(FOOTPATH / ROAD INTERFACE)

1:10

5mm WIDE SURFACE GROOVE.
SEALED WITH A PROPRIETARY
POLYSULPHIDE JOINT SEALANT
FOR INDUSTRIAL USE.

PLASTIC CRACK INDUCER

JOINTS TO BE
PLACED @3000 C/C.

SCALE:

TYPICAL INDUCED
CONTRACTION JOINT
DETAIL (FOOTPATH)

1:10

2.5% FALL TOWARD ROAD

15
0

M
IN

. 1
50

(FINISH TO MWP SPEC.)

SURFACE COURSE

SCALE:

PROPOSED CONCRETE
FOOTPATH BUILD UP DETAIL

1:10

C35/45 CONCRETE
SLAB

A142
MESH

TEXTURED
FINISH

150mm  MINIMUM CL. 804 MATERIAL.
CLAUSE 808 MATERIAL TO CHANGE
TO SR21 (200mm T2 AND 50mm T3)
WITHIN 1m OF BUILDINGS.

150mm
MIN.

OVERLAYNEW CONSTRUCTION EXISTING

EXISTING PAVEMENT
TO BE RETAINED TOP OF EXISTING

PAVEMENT AFTER
PLAINING

EXISTING PAVEMENT SURFACE

REGULATING COURSE IF REQUIRED WELL
COMPACTED (DEPTH VARIES)

SURFACE COURSE

BINDER

BASE

SUB-BASE

150mm
MIN.

400mm
MIN.

EXISTING PAVEMENT TO BE BROKEN OUT
EXISTING PAVEMENT EDGE

150mm
MIN.

SCALE:

LONGITUDINAL JOINT BETWEEN NEW
CONSTRUCTION AND EXISTING ROAD

1:10

150mm  MINIMUM CL. 804 MATERIAL.
CLAUSE 808 MATERIAL TO CHANGE

E.G.L.
VARIES

TOPSOIL AS PER ARCHITECTS
REQUIREMENTS

REUSE EXCAVATED
FILL TO BUILD UP TO
PROPOSED LEVELS

. DETERMINED BY
PROPOSED SITE
LEVELS

EXISTING GROUND WITH
TOP SOIL STRIPPED OFF
OR EXISTING FILL WITH
VEGETATION / TOPSOIL
STRIPPED OFF

SCALE:

PROPOSED GREEN AREA (INCL.
GARDENS) BUILD UP DETAIL

1:10

FORMATION

DRIVEWAY FINISH TO ARCHITECTS SPECIFICATION

WASHED COARSE GRIT SAND TO COMPLY WITH TABLES D1 AND D2 OD ANNEX D OF BS 7533 PART 3

CL 804 MATERIAL

40
20

0

SCALE:

PROPOSED DRIVEWAY
BUILD UP DETAIL

1:10

50mm FLEXIBLE SURFACING
TO CLAUSE 1105

150mm  MINIMUM CL. 804 MATERIAL.
CLAUSE 808 MATERIAL TO CHANGE TO
SR21 (200mm T2 AND 50mm T3) WITHIN
1m OF BUILDINGS.

150x50mm PRECAST CONCRETE KERB
TO ARCHITECTS DETAIL

SCALE:
TYPICAL FLEXIBLE FOOTPATH BUILD UP  DETAIL

1:10

SURFACING TYPE / ROAD BUILD UP
LAYER THICKNESS MATERIAL

BINDER (PENETRATION
GRADE MACADAM)

SURFACE COURSE 40mm AC 14 CLOSE SURFACE PMB 65 / 105-60 des

BINDER COURSE 60mm AC 20 DENSE BIN 70/100 REC

BASE 100mm AC 32 DENSE BASE 70/100 REC

SUB-BASE 150mm CLAUSE 804

CAPPING 450mm 6F2

· PSV OF SURFACE COURSE > 60.
· AAV ≤ 16
· HORIZONTAL JOINTS BETWEEN SURFACING LAYERS TO RECEIVE A POLYMER MODIFIED BOND COAT IN
ACCORDANCE WITH BS 594987 AND CL 900 OF TII SPECIFICATION FOR ROADSWORKS.
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